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1
CONTROL OF A COMPONENT OF A
DOWNHOLE TOOL

This application claims the benefit of U.S. Provisional
Application No. 61/415,006, entitled “Control of a Downhole
Sampling-While-Drilling Pump,” filed on Nov. 18, 2010,
which is incorporated herein by reference in its entirety.

BACKGROUND OF THE DISCLOSURE

Some downhole tools (e.g., well logging tools) include one
or more devices that measure various properties of the sub-
terranean fluids and/or perform certain mechanical acts with
a sampling or other downhole tool. To accomplish the afore-
mentioned operations, a control signal may be transmitted
from the surface to the downhole tool. Inability to immedi-
ately communicate a control signal to the downhole tool can
result in inefficiencies, time delays, and expenses associated
with a drilling operation in a wellbore.

BRIEF DESCRIPTION OF THE DRAWINGS

The present disclosure is best understood from the follow-
ing detailed description when read with the accompanying
figures. It is emphasized that, in accordance with the standard
practice in the industry, various features are not drawn to
scale. In fact, the dimensions of the various features may be
arbitrarily increased or reduced for clarity of discussion.

FIGS. 1 to 4 are schematic views of apparatus or portions
thereof according to one or more aspects of the present dis-
closure.

FIG. 5is a flow chart of at least a portion of an embodiment
of'a method according to one or more aspects of the present
disclosure.

It should be understood that the drawings are not necessar-
ily to scale and that the disclosed embodiments are sometimes
illustrated diagrammatically and in partial views. In certain
instances, details which are not necessary for an understand-
ing of the disclosed methods and apparatuses or which render
other details difficult to perceive may have been omitted. It
should be understood, of course, that this disclosure is not
limited to the particular embodiments illustrated herein.

DETAILED DESCRIPTION

It is to be understood that the following disclosure provides
many different embodiments, or examples, for implementing
different features of various embodiments. Specific examples
of components and arrangements are described below to sim-
plify the present disclosure. These are, of course, merely
examples and are not intended to be limiting. In addition, the
present disclosure may repeat reference numerals and/or let-
ters in the various examples. This repetition is for the purpose
of simplicity and clarity and does not in itself dictate a rela-
tionship between the various embodiments and/or configura-
tions discussed. Moreover, the formation of a first feature
over or on a second feature in the description that follows may
include embodiments in which the first and second features
are formed in direct contact, and may also include embodi-
ments in which additional features may be formed interpos-
ing the first and second features, such that the first and second
features may not be in direct contact.

Wells are drilled into the ground or an ocean bed to recover
natural deposits of oil and gas, as well as other desirable
materials that are trapped in geological formations in the
Earth’s crust. A well is drilled using a drill bit attached to the
lower end of a “drill string.” Drilling fluid, or “mud,” is
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pumped down through the drill string to the drill bit. The
drilling fluid lubricates and cools the drill bit, and it carries
drill cuttings back to the surface in the annulus between the
drill string and a wall of the wellbore or borehole.

For oil and gas exploration, it is beneficial to have infor-
mation about the subterranean formations (or formation(s))
that are penetrated by a wellbore. For example, one area of
subterranean formation evaluation relates to the measure-
ments of the formation pressure and formation permeability.
These measurements assist with the prediction of production
capacity and production lifetime of a subterranean formation.

One technique for measuring formation properties
includes lowering a “wireline” tool into the well to measure
formation properties. A wireline tool may be a measurement
tool that is suspended from a wire as it is lowered into a
wellbore so that is can measure formation properties at
desired depths. A wireline tool may include a probe that may
be pressed against the wall of the wellbore to establish fluid
communication with the formation. This type of wireline tool
is often called a “formation tester.” Using the probe, a forma-
tion tester measures the pressure of the formation fluids and
generates a pressure pulse that is used to determine the for-
mation permeability. The formation tester tool may also with-
draw a sample of the formation fluid for later analysis.

In order to use a wireline tool, whether the tool be a resis-
tivity, porosity or formation testing tool, the drill string is
removed from the wellbore so that the tool can be lowered
into the wellbore. This is called a “trip” downhole. Further,
the wireline tools are lowered to a zone of interest, generally
at or near the bottom of the wellbore. A combination of
removing the drill string and lowering the wireline tools
downhole are time-consuming measures and can take up to
several hours, depending upon the depth of the wellbore. Due
to the expense and rig time to “trip” the drill pipe and lower
the wireline tools down the wellbore, wireline tools may be
used when the information is desired or when the drill string
is tripped for another reason, such as changing the drill bit.
Examples of wireline formation testers are described, for
example, in U.S. Pat. Nos. 3,934,468, 4,860,581, 4,893,505,
4,936,139 and 5,622,223, which are incorporated herein by
reference in their entireties.

In another approach, techniques for measuring formation
properties using tools and devices that are positioned near the
drill bit in a drilling system have been developed. Thus,
formation measurements are made during the drilling process
and the terminology generally used in the art is measurement-
while-drilling (“MWD”) and logging-while-drilling
(“LWD”). A variety of downhole MWD and LWD drilling
tools are available. Further, formation measurements can be
made in tool strings which do not include a drill bit a lower
end thereof, but which are used to circulate mud in the well-
bore.

Measurement-while-drilling may refer to measuring the
drill bit trajectory as well as wellbore temperature and pres-
sure, while logging-while-drilling may refer to measuring
formation parameters or properties, such as resistivity, poros-
ity, permeability, and sonic velocity, among others. Real-time
data, such as the formation pressure, allows an operator to
make decisions about drilling mud weight and composition,
as well as decisions about drilling rate and weight-on-bit,
during the drilling process.

Formation evaluation while drilling tools capable of per-
forming various downhole formation testing may include a
small probe or pair of packers that can be extended from a drill
collar to establish hydraulic coupling between the formation
and pressure sensors in the tool so that the formation fluid
pressure may be measured. Some known tools use a pump to
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actively draw a fluid sample out of the formation so that it may
be stored in a sample chamber in the tool for later analysis.
Such a pump may be powered by a turbine in the drill string
that is driven by the mud flow down the drill string.

However, control of a fluid sampling operation in any for-
mation testing tool, either of wireline or MWD, is beneficial
to achieve acceptable performance. Further, at large depths,
substantial hydrostatic pressure and high temperatures are
present thereby further complicating matters. Still further,
formation testing tools are operated under a wide variety of
conditions and parameters that are related to both the forma-
tion and the drilling conditions.

In an embodiment, a fluid pump system for a downhole tool
connected to a pipe string positioned in a wellbore penetrat-
ing a subterranean formation is disclosed. The system
includes a pump that is in fluid communication with at least
one of the formation and the wellbore, and that is powered by
mud flowing downward through the pipe string. The pump is
linked to a controller which controls the pump speed based
upon a mud volumetric flow rate determined from a turbine
angular velocity (revolutions per minute, “rpm”) and a load
on an alternator coupled to the turbine, such as a load power
or current.

In another embodiment, a method for operating a pump
system for a downhole tool connected to a pipe string posi-
tioned in a wellbore penetrating a subterranean formation is
disclosed. The method includes rotating a turbine disposed in
the wellbore with mud flowing downward through the pipe
string, obtaining a load power or current from an alternator
coupled to the turbine, operating a sampling pump with the
power from the alternator, measuring a speed of the turbine
and a load on the alternator to determine a mud flow rate
value, and controlling a sampling pump based on the mud
flow rate.

This disclosure relates to fluid pumps and sampling sys-
tems described below that may be used in a downhole drilling
environment, such as the one illustrated in FIG. 1. In some
refinements, this disclosure relates to methods for using and
controlling the disclosed fluid pumps. In one or more refine-
ments, a formation evaluation while drilling tool includes an
improved fluid pump and an improved method of controlling
the operation of the pump.

Those skilled in the art given the benefit of this disclosure
will appreciate that the disclosed apparatuses and methods
have application during operation other than drilling. While
this disclosure relates to sampling, the disclosed apparatus
and method can be applied to other operations including
injection techniques.

The phrase “formation evaluation while drilling” refers to
various sampling and testing operations that may be per-
formed during the drilling process, such as sample collection,
fluid pump out, pretests, pressure tests, fluid analysis, and
resistivity tests, among others. It is noted that “formation
evaluation while drilling” is not limited to taking measure-
ments while the drill bit is actually cutting through the for-
mation. For example, sample collection and pump out may be
performed during brief stops in the drilling process. That is,
the rotation of the drill bit is briefly stopped so that the
measurements may be made. Drilling may continue once the
measurements are made. Even in embodiments where mea-
surements are made after drilling is stopped, the measure-
ments may still be made without having to trip the drill string.

In this disclosure, “hydraulically coupled” is used to
describe bodies that are connected in such a way that fluid
pressure may be transmitted between and among the con-
nected items. The term “in fluid communication” is used to
describe bodies that are connected in such a way that fluid can
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flow between and among the connected items. It is noted that
“hydraulically coupled” may include certain arrangements
where fluid may not flow between the items, but the fluid
pressure may nonetheless be transmitted. Thus, fluid commu-
nication is a subset of hydraulically coupled.

FIG. 1 illustrates a drilling system 10 used to drill a well
through subterranean formations (or formation(s)), shown
generally at 11. A drilling rig 12 at the surface 13 is used to
rotate a drill string 14 that includes a drill bit 15 at its lower
end. As the drill bit 15 is being rotated, a “mud” pump 16 is
used to pump drilling fluid, commonly referred to as “mud” or
“drilling mud,” downward through the drill string 14 in the
direction of the arrow 17 to the drill bit 15. The mud, which is
used to cool and lubricate the drill bit 15, exits the drill string
14 through ports (not shown) in the drill bit 15. The mud then
carries drill cuttings away from the bottom of the wellbore 18
as it flows back to the surface 13 as shown by the arrow 19
through an annulus 21 between the drill string 14 and the
formation 11. While a drill string 14 is shown in FIG. 1, it will
be noted here that this disclosure is also applicable to work
strings and pipe strings as well.

At the surface 13, the return mud is filtered and conveyed
back to a mud pit 22 for reuse. The lower end of the drill string
14 includes a bottom-hole assembly (“BHA”) 23 that
includes the drill bit 15, as well as a plurality of drill collars
24, 25 that may include various instruments, such as LWD or
MWD sensors and telemetry equipment. A formation evalu-
ation while drilling instrument may, for example, be also
included or be disposed within a centralizer or stabilizer 26.

The stabilizer 26 comprises blades that are in contact with
a wall 27 of the wellbore 18 as shown in FIG. 1 to reduce a
“wobble” of the drill bit 15. “Wobble” is the tendency of the
drill string 14, as it rotates, to deviate from the vertical axis of
the wellbore 18 and cause the drill bit 15 to change direction.
A stabilizer 26 may already be in contact with the wall 27 of
the wellbore 18, thus, reducing an extension of a probe to
establish fluid communication with the formation 11. Of
course, a probe may be disposed in locations other than in a
stabilizer 26.

The drilling system further includes power equipment (not
shown) for generating electrical power to the drill string 14.
Additionally, a control system 1 is communicatively coupled
to the drill string 14 and bottom hole assembly 23 for overall
control and for receiving, analyzing, and/or transmitting data.
The control system 1 may include a processor 2 and amemory
3 to perform its intended functions.

Turning to FIG. 2 and with continuing reference to FIG. 1,
a downbhole tool such as a fluid sampling tool 30 hydraulically
connects to the subterranean formation 11 via a pressure
testing tool 31. The pressure testing tool 31 comprises an
extendable probe and resetting pistons as shown, for example,
in U.S. Pat. No. 7,114,562, which is incorporated herein by
reference in its entirety. The fluid sampling tool 30 includes a
fluid description module and a fluid pumping module, both of
which are disposed in a fluid pumping and analyzing module
32 and a sample collection module 33. Various other MWD
tools or modules 34 may include resistivity tools, nuclear
(porosity and/or density) tools, etc. The stabilizers 26 and the
drill bit 15 are also shown in FIG. 2. It will be noted that the
relative vertical placement of the tools or modules 31, 32, 33,
34 can vary and that the MWD modules 34 can be placed
above or below the pressure testing tool 31 and the fluid
pumping and analyzing module 32 as well as the fluid sample
collection module 33 can also be placed above or below the
pressure testing tool 31 or the MWD modules 34.

Turning to FIGS. 3 and 4, and with continuing reference to
FIG. 2, a fluid pumping and analyzing module 32 is disclosed
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with adaptive control features. Various features disclosed in
FIGS. 3 and 4 are used to adjust for changing environmental
conditions in-situ. To cover a wide performance range, ample
versatility is beneficial to run a pump motor 35 (e.g., a servo
motor), together with electronics or a controller 36 and firm-
ware for control. The controller 36 may include a processor
139 and memory 140 to perform its intended functions.

Power to the pump motor 35 is supplied from a turbine 37,
which drives and an alternator 38 (the combination is a
“turbo-alternator”). A sensor 137 is coupled to the turbine 37
to sense a turbine angular velocity (revolutions per minute,
“rpm”) thereof. Additionally, a sensor 138 is coupled to the
alternator 38 to sense a load power or current thereof. A pump
41 includes two pistons 42, 43 connected by a pump shaft 44
and disposed within corresponding cylinders 45, 46, respec-
tively. The dual piston 42, 43 and cylinder 45, 46 arrangement
works through positive volume displacement. The motion of
the pistons 42, 43 is actuated via a planetary roller-screw 47
(detailed in FI1G. 4), which is connected to the pump motor 35
via a gearbox 48. The gearbox or transmission 48 driven by
the pump motor 35 may be used to vary a transmission ratio
between the motor shaft and the pump shaft 44. Also, the
combination of the pump motor 35 and the alternator 38 may
be used to vary the motion of the pump shaft 44.

The pump motor 35 may be part of or integral to the pump
41, but also may be a separate component. The planetary
roller-screw 47 comprises a nut 39 and a threaded shaft 49. In
an embodiment, the power of the pump 41 is at least 500 watts
(“W™), which corresponds to about one kilowatt (“k W) at the
alternator 38. In lieu of the planetary roller-screw 47 arrange-
ment shown in FIG. 4, other means for fluid displacement
may be employed such as lead screw or a separate hydraulic
pump, which would output alternating high-pressure oil that
could be used to reciprocate the dual piston 42, 43 and cylin-
der 45, 46 arrangement.

The plurality of arrows 51 in FIG. 3 indicate the flow of
drilling mud through the fluid pumping and analyzing module
32, in a passageway in which the turbine 37 is provided. An
extendable hydraulic/electrical connector 52 is used to con-
nect the fluid pumping and analyzing module 32 to the pres-
sure testing tool 31 and another extendable hydraulic/electri-
cal connector 59 is used to connect the fluid pumping and
analyzing module 32 to the sample collection module 33.
Examples of connectors suitable for connecting collars can be
found for example in U.S. Pat. No. 7,543,659, which is incor-
porated herein by reference in its entirety.

The downhole formation fluid enters the tool string
through the pressure testing tool 31 and is routed to the fluid
pumping and analyzing module 32 via the extendable hydrau-
lic/electrical connector 52. At the fluid pumping and analyz-
ing module 32, the fluid sample is initially pumped through
the fluid identification unit 54. The fluid identification unit 54
comprises an optics module 55 together with other sensors
(not shown), and a controller 56 to determine fluid composi-
tion (e.g., oil, water, gas, mud constituents) and properties
(e.g., density, viscosity, resistivity). From the fluid identifica-
tion unit 54, the fluid enters the fluid displacement unit
(“FDU”) or pump 41 via a set of valves in a valve block 53.

FIG. 4 also shows a probe 201 disposed, for example, in a
blade 202 of the pressure testing tool 31. Two flow-lines 203,
204 extend from the probe 201. The flow-lines 203, 204 can
be independently isolated by manipulating the sampling iso-
lation valve 205 and/or a pretest isolation valve 206. The
flow-line 203 connects the fluid pumping and analyzing mod-
ule 32 to the probe 201 in the pressure testing tool 31. The
flow-line 204 is used for “pretests.”
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During a pretest, the sampling isolation valve 205 to the
fluid pumping and analyzing module 32 is closed, the pretest
isolation valve 206 to a pretest piston 207 is open, and an
equalization valve 208 is closed. The probe 201 is extended
toward the formation as indicated by the arrow 209 and, when
extended, is hydraulically coupled to the formation (not
shown). The pretest piston 207 is retracted to lower the pres-
sure in the flow-line 204 until the mud cake is breached. The
pretest piston 207 is then stopped and the pressure in the
flow-line 204 increases as it approaches the formation pres-
sure. The formation pressure data can be collected during the
pretest. The pretest can also be used to determine that the
probe 201 and the formation are hydraulically coupled.

Through the valve block 53, the fluid gets routed to either
one of the two displacement chambers or cylinders 45, 46.
The pump 41 operates such that there is a displacement cham-
ber 45, 46 drawing fluid in, while the other displacement
chamber 45, 46 is expulsing fluid. Depending on the fluid
routing by a fluid routing and equalization valve 61, the fluid
exiting the pump 41 may be pumped back to the wellbore 18
(or wellbore annulus) or through the hydraulic/electrical con-
nector 59 to one of sample chambers 62, 63, 64, which are
located in the sample collection module 33 (see also FIG. 2).
While three sample chambers 62, 63, 64 are shown, it will be
noted that more or less than three chambers 62, 63, 64 may be
employed.

The pumping action ofthe pistons 42, 43 is achieved via the
planetary roller-screw 47, nut 39, and threaded shaft 49. The
variable speed pump motor 35 and associated gearbox 48
drives the threaded shaft 49 in a bi-directional mode under the
direction of the controller 36 shown in FIG. 3. Gaps between
the components are filled with o0il 50 and a bellows compen-
sator 57 is provided as well.

During intake into the displacement chamber 45, fluid
passes into the valve block 53 and past a check valve 66 before
entering the displacement chamber 45. Upon output from the
displacement chamber 45, fluid passes through a check valve
67 to the fluid routing and equalization valve 61 where it is
either dumped to the wellbore 18 or passed through the
hydraulic/electrical connector 59, a check valve 68 and into
one of the sample chambers 62, 63, 64. Similarly, upon intake
into the displacement chamber 46, fluid passes through a
check valve 71 and into the displacement chamber 46. Upon
output from the displacement chamber 46, fluid passes
through a check valve 72, through the fluid routing and equal-
ization valve 61 and either to the wellbore 18 or to the sample
collector module 33.

During a sample collecting operation, fluid gets initially
pumped to the fluid pumping and analyzing module 32 and
exits the fluid pumping and analyzing module 32 via the fluid
routing and equalization valve 61 or via arelief valve 74 to the
wellbore 18. This action flushes the flow-line 75 from residual
liquid prior to actually filling the sample chambers 62, 63, 64
with new or fresh formation fluid. Opening and closing of a
sample chamber 62, 63, 64 is performed with sets of dedi-
cated seal valves 76 which are linked to the controller 36 or
other device. A pressure sensor 77 is, among other things, an
indicative feature for detecting that the sample chambers 62,
63, 64 are full. The relief valve 74 is, among other things, a
safety feature to avoid over pressuring the fluid in the sample
chamber 62, 63, 64. The relief valve 74 may also be used to
dump fluid to the wellbore 18.

Referring to FIGS. 1 and 3, the mud pump 16 assists with
pumping mud through the drill string 14 during sampling
operations. The pumping rates of the mud pump 16 are
selected to ensure both MWD mud pulse telemetry commu-
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nication back to surface as well as sufficient angular velocity
for the turbine 37 to provide adequate power to the pump
motor 35 for the pump 41.

Atthe start of the pumping operation and with reference to
FIG. 4, the set pump drive parameters are updated according
to an initial pumping operation, which takes place at the finish
of the formation pressure test (the pretest) by the probe 201.
At the start of the pumping operation, the flow-line 204 in the
pressure testing tool 31 is at equilibrium with the formation
pressure. The flow-line 203, which is leading to the sample
collection module tool 33 is still closed off by the sample
isolation valve 205 and filled with fluid under hydrostatic
pressure. In order not to introduce pressure shocks to the
formation, the pump 41 is operated prior to opening the
flow-line 203 and the fluid routing and equalization valve 61
is operated to reduce the flow-line pressure in the lower por-
tion of the flow-line 75 until it is equal to the formation
pressure. Once this has occurred, the sample isolation valve
205 is opened, and communication to the pressure testing tool
31 is established to commence pumping. For example, at the
beginning of sampling operations, the fluid routing and equal-
ization valve 61 is actuated (i.e., the upper box 161 is active)
and the pump 41 is activated until the pressure read by a
pressure sensor 177 is equal to formation pressure, as read by
the sensor 210 in the pressure testing tool 31. Then the sample
isolation valve 205 is opened.

In addition to the measured formation/wellbore response to
sampling by the fluid sampling and analyzing module 32, the
fluid identification unit 54 may be used to provide feedback to
an algorithm. The fluid identification unit 54 may provide
optical densities at different wavelength that can be used for
example to compute the gas oil ratio of the sampled fluid, to
monitor the contamination of the drawn fluid by the mud
filtrate, etc. Other uses include the detection of bubbles or
sand in the flow-line that may be indicated by scattering of
optical densities. For a better understanding of pumping sys-
tems and control schemes, see U.S. Pat. Nos. 7,594,541,
5,799,733, and 7,937,223 and U.S. Patent Application Pub.
No. 2010/0175925, which are incorporated herein by refer-
ence in their entirety.

As described hereinabove, fluid sampling tools, and their
pump(s), can be powered with a turbo-alternator coupled to
the flow of drilling mud in the drill string. When a fluid
sampling operation starts, the pumping rate of the fluid sam-
pling tool is adapted to the formation and the formation fluid,
as well as to the circulation rate of the drilling mud in the drill
string. The control of the pumping rate may at least partially
be performed by a control system at the surface capable of
interacting with an operator and a controller downhole.

A system and method to control the pump (and the pump-
ing rate) from measurements on the turbo-alternator in accor-
dance with, for instance, a controller downhole is contem-
plated herein. The turbo-alternator measurements are
processed to determine an available power and/or a turbine
free-spin angular velocity. The pump motor is then controlled
based on the processing results.

For example, the pump motor of the fluid sampling tool
may be controlled so that a portion (e.g., 90%) of the available
power from the turbo-alternator is used. Additionally, the
pump motor of the fluid sampling tool may be controlled so
that the pumping rate is a function of the turbine free-spin
angular velocity. Thus, the pumping rate may be continuously
changed by a controller downhole and/or a control system at
the surface via variation of the circulation rate of the drilling
mud. In another example, the processed turbine free-spin
angular velocity is used to decode digital commands from the
control system via modulation of the circulation rate of the
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drilling mud (downlinks). The two examples can be used
successively. For example, an initial pumping rate of the fluid
sampling tool may be continuously adjusted via variation of
the circulation rate of the drilling mud, and then discrete
adjustments of the pumping rate may be performed via modu-
lation of the circulation rate of the drilling mud.

In a mode in which the pump motor is controlled so that a
portion (e.g., 90%) of the available power is used, the circu-
lation rate of the drilling mud can be reduced, and the erosion
of the mud cake lining the wellbore by the drilling mud
circulating back to the surface is thereby reduced. In a mode
in which the processed turbine free-spin angular velocity is
used to decode digital commands sent from the controller
downhole and/or a control system, the decoding is robust,
because the processed turbine free-spin angular velocity is
less sensitive to the variations of load applied by the alternator
to the turbine and is more sensitive to the modulations of the
circulation rate initiated by the control system. It is also
contemplated that an estimate of an available power and/or a
turbine free-spin angular velocity for turbo-alternator may
also be used. For a better understanding of a relationship
between flow rates and the load and/or angular velocity of a
turbo-alternator, see “Turbo-Alternator Stalling Protection:
Estimating Available Power and Regulating Load,” by
Johnson, T. T. and Hoefel, A. E., presented at the Power and
Energy Conference at Illinois (PECI) on 25-26 Feb. 2011,
which is incorporated herein by reference in its entirety.

In a downhole sampling operation, the sampling rate of the
downhole tool can be adjusted. The fluid initially sampled by
the fluid sampling tool is contaminated by fluid used during
drilling operations. Thus, an initial quantity of fluid is often
sampled and then discarded. The rate at which fluid is pumped
into the downhole sampling tool is controlled. If fluid is
pumped too fast with the sampling pump, low pressures and
turbulent flow can be created that induce bubbling and out-
gassing of various low molecular weight petroleum products
from the fluid. The controller attempts to find a speed for the
sampling pump thatis as fast as possible to reduce the time for
an accurate and reproducible sampling operation, while over-
coming the negative impacts of operating too fast. It is also
beneficial to operate the turbo-alternator that provides power
for the downhole tool from the drilling mud at higher effi-
ciency (e.g., 90% efficiency).

In arecognized process to control a pump such as a down-
hole sampling pump, commands are transmitted from the
control system at the surface to the downhole tool using a
drilling mud flow-rate pattern that has an extended duration in
time. The flow rate of the drilling mud is controlled by surface
operations to cross a flow-rate threshold of the downhole tool
to generate a threshold-crossing pattern that is employed to
control the downhole tool. A substantial period of time during
which the flow rate of drilling mud is modulated is generally
employed to produce a detectable pattern to control the down-
hole tool. It can take 10 to 30 minutes to control a downhole
tool using a threshold-crossing method as described above,
which can obstruct efficient downhole drilling operations.

The addition of another level of control for a downhole tool
is provided by a controller that responds to a flow rate of the
drilling mud, and employs the flow rate to control the down-
hole tool. The flow rate can be modulated to cause the down-
hole tool to enter a particular control mode. The circulation of
the mud, therefore, can be more closely determined by sens-
ing the angular velocity of the turbine (e.g., via a sensor 137
illustrated in FIG. 3) and a load on the alternator (e.g., via a
sensor 138 illustrated in FIG. 3) and providing the informa-
tion to the control system (e.g., control system 1 illustrated in
FIG. 1) and/or a controller downhole (e.g., controller 36
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illustrated in FIG. 3). The processor and memory of the con-
trol system and/or controller employ the aforementioned
parameters to control how to operate a sampling pump.

The control system (e.g., control system 1 illustrated in
FIG. 1) and/or controller (e.g., controller 36 illustrated in
FIG. 3) may be implemented with one or a plurality of pro-
cessors (see, e.g., the processor 2 of the control system 1 or
the processor 139 of the controller 36) of any type suitable to
the local application environment, and may include one or
more of general-purpose computers, special purpose comput-
ers, microprocessors, digital signal processors (“DSPs™),
field-programmable gate arrays (“FPGAs”), application-spe-
cific integrated circuits (“ASICs”), and processors based on a
multi-core processor architecture, as non-limiting examples.
The control system and/or controller may also include one or
more memories (see, e.g., the memory 2 of the control system
1 or the memory 140 of the controller 36) of any type suitable
to the local application environment, and may be imple-
mented using any suitable volatile or nonvolatile data storage
technology such as a semiconductor-based memory device, a
magnetic memory device and system, an optical memory
device and system, fixed memory, and removable memory.
The programs stored in the memory may include program
instructions or computer program code that, when executed
by an associated processor, enable the control system or con-
troller to perform tasks as described herein. Additionally, any
module such as the control system may also include a trans-
ceiver configured to allow the same to communicate with
another system of a downhole tool.

The modules may be implemented in accordance with
hardware (embodied in one or more chips including an inte-
grated circuit such as an application specific integrated cir-
cuit), or may be implemented as software or firmware for
execution by a processor. In particular, in the case of firmware
or software, the embodiment can be provided as a computer
program product including a computer readable medium or
storage structure embodying computer program code (i.e.,
software or firmware) thereon for execution by the processor.
When power is applied to the control system or controller, it
executes computer program code to control a sampling pump.

The downhole tool includes a turbo-alternator as described
hereinabove to produce power for the downhole tool. The
downhole tool further includes a sampling pump to sample
fluids in the wellbore or the surrounding formation, and sen-
sors to measure characteristics of the turbo-alternator. Signals
produced by the sensors are transmitted to the control system
and/or controller to determine how fast to operate the sam-
pling pump, or what other command(s) should be transmitted
within the downhole tool.

Flow rate ofthe drilling mud is controlled by surface opera-
tions. For example, a surface operator can adjust a speed of a
mud pump or the opening of a mud control valve in response
to signals transmitted from sensors in the downhole tool. The
process to control the downhole tool includes sensing an
angular velocity of the turbo-alternator and the load power or
current drawn from the turbo-alternator. Examples of down-
hole tool processes that can be controlled include, without
limitation, a sampling rate of fluid in the wellbore, retracting
a probe of the downhole tool, and toggling between a sam-
pling and a by-pass mode of operation for the downhole tool.

A pumping rate of a downhole tool can be controlled, for
example, by configuring the downhole tool to enter a mode
wherein the flow rate of the drilling mud sets a sampling rate
of the tool that is linearly dependent on the flow rate of the
drilling mud. For example, the downhole tool can be con-
trolled so that a drilling mud flow rate of 400 gallons per
minute (“GPM”) could result in a sampling rate that is, for
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instance, 20% of an upper level. A drilling mud flow rate of
450 GPM could result in a linearly related sampling rate, for
instance, 40% of an upper level. The result is the sampling
rate of the downhole tool is adjusted by controlling the flow
rate of the drilling mud from the mud pumps.

The downhole tool can convert the circulation rate of the
drilling mud to control an available power from the turbo-
alternator. In this manner, the sampling rate of the downhole
tool is proportional to an available power from the turbo-
alternator. As a further example, if the flow rate as controlled
by surface operations is completely shut down, this can be
interpreted by the controller in the downhole tool to take a
sample and terminate operation.

As a further example, if the flow rate of the drilling mud is
pumped below a particular circulation threshold, the down-
hole tool could be triggered to open a valve therein. As a
further example, the downhole tool could be configured to
shift a fluid routing valve from bypass mode to a sampling
mode. The pumping rate of a fluid sampling tool could be
controlled to operate within a specific range. Further
examples of features of a downhole tool that could be con-
trolled include, without limitation, opening/closing a bottle,
retracting the tool, and toggling between sample and bypass
modes.

Turning now to FIG. 5, illustrated is a flow chart of an
embodiment of a method of operating a downhole tool
according to one or more aspects of the present disclosure.
The method begins in a module 500. In a module 510, a
downhole tool is conveyed or disposed within a wellbore
extending into a subterranean formation including a turbo-
alternator in a passageway for drilling mud. In a module 520,
operating points of the turbo-alternator are tracked (or
sensed). The operating points of the turbo-alternator may
include a load on the turbo-alternator and an angular velocity
of the turbo-alternator. The load may be tracked via a sensor
coupled to the alternator that senses a load (or output) current
or power thereof. The angular velocity may be tracked by a
sensor coupled to the turbine that senses the angular velocity
(revolutions per minute) thereof.

In a module 530, a flow rate of the drilling mud is deter-
mined from the operating points in a module 530. Thereafter,
a component of the downhole tool is controlled based on the
flow rate in a module 540 and the method ends in a module
550. The component of the downhole tool may include a
sampling pump powered by the turbo-alternator. In accor-
dance therewith, a pumping rate of the sampling pump may be
controlled. The control of the pumping rate of the sampling
pump may include controlling the sampling pump to operate
at a pumping rate proportional to the flow rate of the drilling
mud.

Additionally, the electrical power level drawn by a sam-
pling pump powered by the turbo-alternator may be con-
trolled (e.g., changed). For instance, a pump motor (integral
with or coupled to the sampling pump) may be controlled so
that a portion (e.g., 90%) of the available power from the
turbo-alternator is used to power the sampling pump. Also,
the electrical power level drawn by the sampling pump may
be controlled to be proportional to the flow rate. In another
embodiment, the component may be a valve hosted in a
downhole sampling tool and the method controls the valve by
shifting a position of the valve. For instance, a position of one
of'the seal valves 76 may be shifted to open or close one ofthe
sample chamber 62, 63, 64 of the sampling tools as illustrated
and described with respect to FIG. 4.

In an embodiment, the method compares the flow rate to a
threshold value and controls the component of the downhole
tool based thereon. For instance, assuming threshold values
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of 400 GPM and 500 GPM, then the pumping rate of a
sampling pump may be decreased if the flow rate determined
in accordance with the operating points falls below 400 GPM
and the pumping rate of a sampling pump may be increased if
the flow rate determined in accordance with the operating
points goes above 500 GPM. In another example, assuming
the threshold value is 700 GPM, then the pumping rate of a
sampling pump may be decreased if the flow rate determined
in accordance with the operating points goes above 700 GPM.

In yet another embodiment, the method repeatedly deter-
mines from the operating points a plurality of flow rates of the
drilling mud, detects a pattern in variations of the plurality of
flow rates of the drilling mud, and controls (e.g., disables or
enables) an operation of the component of the downhole tool
based on the pattern. Thus, rather than determining a single
flow rate of the drilling mud, the method continuously deter-
mines a plurality of fluid rates of the drilling mud to detect a
pattern in variations of the plurality of flow rates. Once a
pattern in variations of the flow rate is detected, the method in
a preemptive manner can control a component of the down-
hole tool. The method as described herein may be performed
by a controller. For instance, the modifications to the opera-
tion of a component (e.g., the sampling pump) can be con-
trolled via a processor and memory (including a look-up
table) in a controller coupled to the respective component.

As described herein, an apparatus including a downhole
tool conveyable in a wellbore extending into a subterranean
formation has been introduced. In an embodiment, the down-
holetool includes a turbo-alternator disposed in a passageway
for drilling mud, and a controller to track operating points
(e.g., aload on and an angular velocity) of the turbo-alterna-
tor, determine from the operating points a flow rate of the
drilling mud, and control a component of the downhole tool
based on the flow rate. The component may be a sampling
pump powered by the turbo-alternator and the controller con-
trols the sampling pump by changing a pumping rate of the
sampling pump based on (e.g., proportional to) the flow rate.
The controller may also control the sampling pump by chang-
ing an electrical power level drawn by the sampling pump
based on (e.g., proportional to) the flow rate. The component
may also be a valve hosted in a downhole sampling tool and
the controller controls the valve by shifting a position of the
valve based on the flow rate.

The controller may also compare the flow rate to a thresh-
old value and control the component of the downhole tool
based thereon. The controller may repeatedly determine from
the operating points a plurality of flow rates of the drilling
mud, detect a pattern in variations of the plurality of flow rates
of the drilling mud, and control (e.g., disable or enable) an
operation of the component of the downhole tool based on the
pattern.

The foregoing outlines features of several embodiments so
that those skilled in the art may better understand the aspects
of the present disclosure. Those skilled in the art should
appreciate that they may readily use the present disclosure as
a basis for designing or modifying other processes and struc-
tures for carrying out the same purposes and/or achieving the
same advantages of the embodiments introduced herein.
Those skilled in the art should also realize that such equiva-
lent constructions do not depart from the spirit and scope of
the present disclosure, and that they may make various
changes, substitutions, and alterations herein without depart-
ing from the spirit and scope of the present disclosure.

The Abstract at the end of this disclosure is provided to
comply with 37 C.E.R. §1.72(b) to allow the reader to quickly
ascertain the nature of the technical disclosure. It is submitted
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with the understanding that it will not be used to interpret or
limit the scope or meaning of the claims.

What is claimed is:

1. An apparatus, comprising:

a downhole tool conveyable in a wellbore extending into a

subterranean formation, the downhole tool comprising:

a turbo-alternator disposed in a passageway for drilling
mud;

an angular velocity sensor coupled to the turbo-alterna-
tor, wherein the angular velocity sensor is configured
to sense an angular velocity of the turbo-alternator;

a load sensor coupled to the turbo-alternator, wherein
the load sensor is configured to sense a load on the
turbo-alternator; and

a controller configured to receive information indicative
of the angular velocity and load from the angular
velocity sensor and load sensor, respectively, deter-
mine a flow rate value of the drilling mud by using the
received information, and control a component of the
downhole tool based on the flow rate value.

2. The apparatus of claim 1 wherein the component is a
sampling pump powered by the turbo-alternator and the con-
troller controls the sampling pump by changing a pumping
rate of the sampling pump based on the flow rate value.

3. The apparatus of claim 2 wherein the controller controls
the pumping rate of the sampling pump by controlling the
sampling pump to operate at a pumping rate proportional to
the flow rate value.

4. The apparatus of claim 1 wherein the component is a
sampling pump powered by the turbo-alternator and the con-
troller controls the sampling pump by changing an electrical
power level drawn by the sampling pump based on the flow
rate value.

5. The apparatus of claim 4 wherein the controller controls
the electrical power level drawn by the sampling pump by
controlling the sampling pump to draw the electrical power
level proportional to the flow rate value.

6. The apparatus of claim 1 wherein the component is a
valve hosted in a downhole sampling tool and the controller
controls the valve by shifting a position of the valve based on
the flow rate value.

7. The apparatus of claim 1 wherein the controller com-
pares the flow rate value to a threshold value and controls the
component of the downhole tool based thereon.

8. The apparatus of claim 1 wherein the controller repeat-
edly determines a plurality of flow rate values of the drilling
mud by using the received information, detects a pattern in
variations of the plurality of flow rate values of the drilling
mud, and disables an operation of the component of the
downhole tool based on the pattern.

9. The apparatus of claim 1 wherein the controller repeat-
edly determines a plurality of flow rate values of the drilling
mud by using the received information, detects a pattern in
variations of the plurality of flow rate values of the drilling
mud, and enables an operation of the component of the down-
hole tool based on the pattern.

10. A method, comprising:

disposing in a wellbore a downhole tool having a turbo-

alternator disposed in a passageway for drilling mud;
sensing an angular velocity of the turbo-alternator using an
angular velocity sensor coupled to the turbo-alternator;
sensing a load on the turbo-alternator using a load sensor
coupled to the turbo-alternator;
determining a flow rate value of the drilling mud by using
information indicative of the angular velocity and load
from the angular velocity sensor and load sensor, respec-
tively; and
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controlling a component of the downhole tool based on the
flow rate value.

11. The method of claim 10 wherein the component is a
sampling pump powered by the turbo-alternator and control-
ling the sampling pump of the downhole tool comprises
changing a pumping rate of the sampling pump based on the
flow rate value.

12. The method of claim 11 wherein changing the pumping
rate of the sampling pump comprises controlling the sam-
pling pump to operate at a pumping rate proportional to the
flow rate value.

13. The method of claim 10 wherein the component is a
sampling pump powered by the turbo-alternator and control-
ling the sampling pump comprises changing an electrical
power level drawn by the sampling pump based on the flow
rate value.

14. The method of claim 13 wherein changing the electrical
power level drawn by the sampling pump comprises control-
ling the sampling pump to draw the electrical power level
proportional to the flow rate value.
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15. The method of claim 10 wherein the component is a
valve hosted in a downhole sampling tool and controlling the
valve comprises shifting a position of the valve based on the
flow rate value.

16. The method of claim 10 further comprising comparing
the flow rate value to a threshold value and controlling the
component of the downhole tool based thereon.

17. The method of claim 10 further comprising:

repeatedly determining a plurality of flow rate values ofthe

drilling mud by using the received information;
detecting a pattern in variations of the plurality of flow rate
values of the drilling mud; and

disabling an operation of the component of the downhole

tool based on the pattern.

18. The method of claim 10 further comprising:

repeatedly determining a plurality of flow rate values ofthe

drilling mud by using the received information;
detecting a pattern in variations of the plurality of flow rate
values of the drilling mud; and

enabling an operation of the component of the downhole

tool based on the pattern.
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